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Relationship between Self-discharge characteristic
charging voltage and temperature
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Constant Current Discharge Characteristics(Amperes,257C) Constant PowerDischarge Characteristics(Watts,25C)
F.V/Time| 5min |{10min [15min|30min| 1h 3h 5h 10h | 5min [10min|15min| 30min 1h 3h 5h 10h
10.80V | 665.0 | 477.3 | 360.0 | 220.0 | 155.0 | 62.50 | 42.00 | 25.00 |7325.0|5151.5/3950.0|2500.0/1775.0| 725.0 | 487.5 | 298.5
10.50V | 700.0 | 496.2 | 412.5| 245.0| 157.5 | 65.00 | 43.60 | 25.25 |7700.0|5318.2/5318.2/2800.0/1809.8| 762.5 | 512.5 | 300.0
10.20V | 750.0 | 511.4 | 439.8 | 270.0 | 160.0 | 66.25 | 44.50 | 25.50 |8125.0/5484.8| 4825.0/3075.0/1840.2| 775.0 | 520.0 | 301.5
9.60V | 875.0 | 534.1 | 487.5 | 300.0 | 162.5 | 67.50 | 44.50 | 25.75 |9500.0|5772.7| 5375.0,3450.0|1865.2| 787.5 | 525.0 | 303.0
Packing Quantity Net weight Gross weight
Dimensions 52472847280mm Per Box 1pes Per Box 78kg Per Box 79kg
Splint Europe (1200*800mm) | Australia(1150*1100mm) | Standard(1100*950mm) | Nonstandard (1000*1150mm)
20'DRY 8.5' 220PCS 230PCS 228PCS 230PCS
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